Notice No.2 


Rules and Regulations for the 
Classification of Offshore Units 
July 2019 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior 
Notices. Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: November 2019 


Amendments to Effective date palais iE NEAR 
(if applicable) 
Part 1, Chapter 3, Section 23 Corrigenda NA 
Part 3, Chapter 7, Section 1 Corrigendum NA 
Part 3, Chapter 8, Section 1 Corrigendum NA 
Part 3, Chapter 11, Section 1 Corrigenda NA 
Part 3, Chapter 12, Section 7 Corrigendum NA 
Part 3, Chapter 13, Section 4 Corrigendum NA 
Part 3, Chapter 16, Section 2 Corrigendum NA 
Part 4, Chapter 12, Section 2 Corrigenda NA 
Part 11, Chapter 5, Section 1 Corrigendum NA 


Part 1, Chapter 3 
Periodical Survey Regulations 


E Section 23 
Notations and Descriptive Notes 


23.1 Notations 


Table 3.23.1 Type Notations 


Special features: 
Notation | Description See also 


Crane(s). Assigned where the unit’s main deck crane(s) are Pt 3, Ch 11 Lifting Appliances 
included at the owners Owner's request and Support Arrangements 
Code for Lifting Appliances in a 
Marine Environment, July 2019 


Personnel lift(s). Assigned where personnel lift(s) are included at | Pt 3, Ch 11 Lifting Appliances 
the ewners Owner's request and Support Arrangements 
Code for Lifting Appliances in a 
Marine Environment, July 2019 


Part 3, Chapter 7 
Drilling Plant Facility 


E Section 1 
General 
1.5 Recognised Codes and Standards 


1.5.1 Installed drilling plant facilities designed and constructed to standards other than the Rule requirements will be considered 
for classification, subject to the alternative standards being agreed by LR to give an equivalent level of safety to the Rule requirements. 
It is essential that in such cases LR is informed of the Owner’s proposals at an early stage, in order that a basis for acceptance of 
the standards may be agreed. Refer to Appendix A Pt 12, Ch 1 Recognised Codes and Standards for applicable international Codes 
and Standards considered by LR as an equivalent level of safety to Rule requirements. 


Part 3, Chapter 8 
Process Plant Facility 


E Section 1 
General 
1.5 Recognised Codes and Standards 


1.5.2 In general, the requirements in this Chapter are based on internationally recognised Codes and Standards for the production 
and process plant as defined in ApperdixA Pt 12, Ch 1 Recognised Codes and Standards. Other Codes and National Standards 
may be used after special consideration and prior agreement with LR. When considered necessary, additional Rule requirements are 
also stated in this Chapter. 


Part 3, Chapter 11 
Lifting Appliances and Support Arrangements 


E Section 1 
Rule application 
1.3 Lifting appliances 


Table 11.1.1 Special features class notations associated with lifting appliances 


Cranes on offshore units | RG OC | Optional notation. 
Indicates that the unit’s main cranes are included in class 


1.5 Runway beams 


1.5.1 Runway beams are to be designed and tested in situ in accordance with a recognised Standard and marked with the safe 
working load, see alsoAppendixA Pt 12, Ch 1 Recognised Codes and Standards. 


Part 3, Chapter 12 
Riser Systems 


= Section 7 
Welding and fabrication 


7.1 General 
7.1.1 Welding, weld procedures and approval of welders are to be in accordance with the general requirements of Pt 4, Ch 8 


Welding and Structural Details. When agreed with LR, the fabrication of riser systems may be in accordance with a recognised Code 
or Standard, see Appendix A Pt 12, Ch 1 Recognised Codes and Standards. 


Part 3, Chapter 13 
Buoys, Deep Draught Caissons, Turrets and Special Structures 


= Section 4 
Mooring arms and towers 


4.1 General 


4.1.8 Mooring towers are to be designed in accordance with an internationally recognised Code or Standard, see Append Pt 
12, Ch 1 Recognised Codes and Standards. 


Part 3, Chapter 16 
Wind Turbine Installation and Maintenance Vessels and Liftboats 


E Section 2 
Structure 
2.2 General 


2.2.4 The design loadings for all purpose built cargo stacking arrangements, support frames and trusses are to be defined by the 
designers/Builders and calculations are to be submitted in accordance with an internationally recognised Code or Standard as defined 
2 


in AppendixA Pt 12, Ch 1 Recognised Codes and Standards. The supporting structure and attachments below the purpose built 
cargo stacking arrangements, support frames and trusses are to be designed for all operating conditions and for the emergency 
condition as defined in Pt 3, Ch 8, 1.4 Plant design characteristics. For a surface type self-elevating unit in the afloat condition, the 
angle of inclination in the emergency static condition is to be considered in accordance with the requirements for a self-elevating unit. 


Part 4, Chapter 12 
Fatigue — S-N Curves, Joint Classification and Stress Concentration Factors 


= Section 2 
Fatigue design S-N curves 


2.2 Modifications to basic S-N curves 


Table. 12:21 12.2.1 Details-ofpı of basic S-N curves 


Kı Standard deviation So 
en logio loge n logio loge i N/mm? 


Part 11, Chapter 5 
Process Pressure Vessels and Liquids, Vapour and Pressure Piping Systems 
and Offshore Arrangements 


= Section 1 
General 


1.1 Applicability 


1.1.4 Recognised standards for cryogenic process equipment are given in Part 3,Appendix A, 42.27 Pt 12, Ch 1 Recognised 
Codes and Standards. 
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